


BS EN 607:2004 (Gutters & fittings) BS EN 1462:2004 (Eaves brackets)

RK1
Fascia Bracket

RE1
Stopend - External

CODE
Rainwater Diverter RVS1

Leaf Protection Systems

CODE

FloGuard FG1

(5m pack)

Balloon
(Outlet Guard) 0G1

CODE
Black DG1

Universal Rainwater Adaptor

== CODE
D96

Connects to 110mm Drainage

Rise & Fall Rafter Bracket

CODE
RF1

(Universal)

Top Rafter Bracket

CODE
RR1

Side Rafter Bracket

CODE
RR2

Ancillaries

CODE
Gutter Clip RRC1
Gutter Seal RRS1

400ml Silicone Lubricant SL400
Spray

Gutter and pipe code reference
numbers refer to length of run:
2 metres, 2.5 metres, 4 metres
and 5.5 metres.

Product Guide

112mm Gutter & Fittings
Gutter
CODE
RG4
RG2
90° Angle
CODE
RA1
135° Angle
CODE
RA2

Adjustable Angle 50° - 156°
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CODE
RA9

FloPlast will fabricate any non-standard angle
to special order

Stopend-External

CODE
RE1

Stopend-Internal

CODE
RE2

Fascia Bracket

CODE
RA3

CODE

To castiron Ogee R/H  RD3
To castiron Ogee L/H  RD4

To half round cast iron RD5

68mm Pipe & Fittings

CODE
RP2.5
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RP5.5

92 '4° Offset Bend

CODE
RB1

112 '4° Offset Bend

CODE
RB2

CODE
RB3

Shoe (with fixing lugs)

CODE
RB4
(Black/White only)

Must be used in conjunction with RC4

Pipe Clips

CODE
RC1
=
&= RC3
W (Single Fix)
é" 2 RC4
@ (Black/White only)

Must be used in conjunction with RB4 & RS2
Hopper

CODE
RHS1

/‘

Connects to 65mm Square
& 68mm Round
Downpipe

Pipe Socket

CODE
= w1

Pipe Socket (with fixing lugs)

CODE
o E
(Black/White only)

Must be used in conjunction with RC4

67 '4°Branch

CODE
RY1

8mm Downpipe Spacer Bracket

CODE
RC9

Must be used in conjunction with RB4, RC4
and RS2

CODE
RX1
(Black/White/Brown only)






